
WHEELED TRACTOR YTO-LX754/LX954 

 

YTO-LX754/LX954 wheeled tractor is high-power tractor developed by YTO on the basis of absorbing foreign 

advanced technology. It has excellent performance, beautiful appearance, wide field of vision, and strong adaptability. 

It is widely used in various farmland operations and transportation. 

 The YTO engine has powerful power and low fuel consumption; when the balance shaft is built in the engine, the 

vibration is small and the driving is comfortable; 

 The transmission system adopts European technology, with optional synchronizer shifting to realize smooth 

shifting without stopping and more efficient work efficiency; optional crawler gear 24F+8R to meet the needs of 

special operations such as trenching and planting; 

 Independently operated double-acting clutch, easy to operate; 

 Hydrostatic steering system with independent oil circuit, adjustable steering wheel, light and flexible when 

operating by the driver; 

 The pedal-operated hydraulic disc driving brake is labor-saving; the handle-operated parking brake is safe and 

reliable; 

 PTO dual-speed power output, 2 or 3 sets of hydraulic output, can meet the needs of rotary tillage, harvesting, 

seeding and fertilization; 

 Fully enclosed and comfortable cab with wide view, optional heating and air conditioning; optional OECD safety 

frame; 

 Optional air brake to meet the needs of different users; 

 Optional fast lifting device for lifter and external control device to improve work efficiency and reduce the work 

intensity of the driver; 

 Optional dual auxiliary lifting cylinders can increase the lifting force by more than 30%, making it easier to lift 

large agricultural tools. 



Specification 

Model LX754 LX954 

Dimensions(L×W×H)(mm) mm 4350*2145*2765 4350*2145*2765 

Min. Ground Clearance (mm)           mm 370 440 

Min. Operating Mass (with cab) Kg 3540 3920 

Engine 

Model   LR4B3-23 LR4M5-23 

Rated Power KW/hp 55/75 70/95 

Rotating Speed rpm 2300 

Type   4-cylinder, naturally aspirated engine 

Traveling 

System 

Gears F/R 12F/12R 

Forward Speed Range km/h 1.5-25.5 1.7-27.2 

Tyre Size (F/R)  F/R 11.2-24/16.9-30 13.6-24/16.9-34 

Wheel Track  
Front mm 1569-2005 1562-2000 

Rear mm 1500-2100 1520-2120 

Steering Mode   Hydraulic 

Min. Turning Radius m 5.6±0.3 

Brake Type   Hydraulic, disc brake 

Hydraulic system 

Suspension 3P II 

Lifting Force 
At Link Joint Kg 2170 2300 

At 610mm Kg 1600 1700 

Hydraulic Output Pair (s) 2 

PTO 

Type of PTO Shaft   Independent 

PTO Rotating Speed rpm 540/1000 

Rated Power KW/hp 47/64 58/79 

Tillage depth control mode    
Force control, position control and 

force-position integration control 

Due to technological upgrading, the information of this series of products is for reference only, please refer to the 

actual product when purchasing. 

 


